KENWOQOD

FCC Narrow Banding Mandate

Dear Kenwood Customer:

Congratulations! You have purchased a new Kenwood ProTalk® radio that is narrowband compliant.

KENWOOD NARROWBANDING NOTICE and INSTRUCTIONS

Effective January 1, 2013 the FCC has made it mandatory for Business Radio Service VHF and UHF
products to be switched to narrowband. Previous ProTalk® radios purchased have both wide and narrow
band frequencies and needs to be changed to narrowband only. To approach this FCC change proactively,
the label on the box will have a (N) following the model number that identifies that the radio is pre-
programmed to narrowband. If you radio box does not have an (N) following the model number, your radio
will need to be switched to narrowband.

For an official presentation and information by the FCC on Narrowbanding, visit:
http://transition.fcc.qov/pshs/docs/public-safety-spectrum/General_Information_on VHE-

UHF Narrowbanding.pdf and http://transition.fcc.gov/pshs/public-safety-spectrum/narrowbanding-fag.html

To address any ProTalk® radios previously purchased, please follow the instructions to change your existing
radios to narrowband.

ProTalk® has a feature called cloning and by utilizing the wireless cloning function, you can update your
existing fleet of ProTalk® radios in a short timeframe at no cost. No wires or cables to buy or connect. For
information on cloning radios please refer to the “EASY STEP” operation below.

WIRELESS CLONING “EASY STEP” OPERATION
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The Source and Target Units
must be the same type.

Note:
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Power ON while pressing Press the PTT of the Source Unit When the clone is cornPHed a
PTT & Side 2 Key. to start Cloning. beep sounds and LED tums
Hold PTT & Side 2 Key = Orange

* until the LED tumns orange and the
radio announces “clone.”

While cloning, LED of the Source
unit will blink in Red and those of
Target units will turn Green. | QOFF, then ON

Select the same table # for both
Source and Target units.

*Wireless clone mode cannot be entered in battery low state.
+No action is required on TK-3230 since it is all narrowband.
«For further assistance, please contact your Kenwood Dealer for Kenwood ProTalk® support.
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